‘ Ministerstvo dopravy — Odbor pozemnich nabfeZi Ludvika Svobody 1222/12
= komunikaci PO BOX 9, 110 15 Praha +~

C.j.: 91/2016-120-TN/9

WA ROZHODNUTI

Ministerstvo dopravy, Odbor pozemnich komunikaci, jako vécné piisludny orgdn stétni
spravy podle ust. § 124 odst. 2 pism. ¢) zdkona €. 361/2000 Sb., o provozu na pozemnich
komunikacich a o zménach n€kterych zdkonl (zdkon o silniénim provozu), ve znéni pozdé&jich
ptedpisi, (déle jen ,.zdkon o silniénim provozu “}, rozhodlo na zdkiadé Zadosti spole€nosti NVB
LINE s.r.o., Cukrovar 716, 768 21 Kvasice; ICO: 26979675 (dile j jen ,,Zadatel”) ze dne 14. 3. 2016

podle ust. § 66 odst. 4 zdkona o silniénim provozu takto:

Vyrobek ,,Dopravni knoflik STIMSONITE typ 101LPCR.C40“ (ddle jen ,,vyrobek™) od
vyrobce Ennis-Flint, 505 County Line Road, Thomasville, North Carolina 27360, USA, se

schvaluje

a pro jeho pouZivini na pozemnich komunikacich se stanovuji tyto podminky:
1. Schvdleni je platné do 10. 5. 2021.

2. Vyrobek miZe byt uZivan na pozemnich komunikacich v Ceské republice pouze
v souladu se zdkonem o silniénim provozu a v souladu s piisludnymi technickymi
predpisy (CSN 73 6101 Projektovani silnic a dédlnic, CSN 73 6110 Projektovani
mistnich komunikaci, TP 217 - Zvyraznujici optické prvky na pozemnich
komunikacich).

Oduavodnéni

Ministerstvo dopravy, Odbor pozemnich komunikaci, obdrzelo Zadost Zadatele o schvdleni
vyrobku. Podkladem pro schvéleni byla Zadost o schvéleni vyrobku ze dne 14. 3. 2016, ProhlaSeni o
vlastnostech &. 015-CPR2014-02-21, Oznaceni CE ¢. 0086, Protokol o zkousce £, 42/125040/2015,
Osvéddéeni o stilosti vlastnosti vyrobku & 0086-CPR-643429, vykres vyrobku. Na zdkladé
uvedeného Ministerstvo dopravy schvililo vyrobek pro pouZiti na pozemnich komunikacich a pro
jeho pouZiti byly stanoveny podminky.

[ [TER



91/2016-120-TN/9

Pouéeni

Proti tomuto rozhodnuti mohou 1icastnici fizeni v souladu s § 152 zdkona & 500/2004 Sb.,
spravni ¥4d, ve znéni pozdeéjiich pfedpist, podat rozklad k ministru dopravy cestou Ministerstva
dopravy, Odboru pozemnich komunikaci do 15 dnii od jeho doruceni. Lhiita pro poddni rozkladu se
pocita ode dne nasledujiciho po doruceni rozhodnuti.

V Praze 2. kvéina 2016

otisk afedniho razitka

g, | av Krumphanz
zdstupce feditele odboru
Odbor pozemnich komunikaci

Za spravnost vyhotoven{: Ing. Milan Drozen Q < do { G
VYPRAVENO D
- 3 -05- 2016
Rozdélovnik:
NVB LINE s.r.o.
Cukrovar 716

768 21 Kvasice
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§ 124 odst. 2c) zdkona €. 361/2000

i % 2o - bo- 70

O SCHVALENI VYROBKU
2006 K
Sb., 0 provozu na pozemnich komunikacich a 0 zménach

néktervch zakond, ve znéni pozdéjsich predpisi

| Zadatel:

NVB LINE s.r.o.
Cukrovar 716
768 21 Kvasice

Statutirni zastupce Zadatele: 1vo Balusek - jednatel

1C: 26979675 1

DIC: 726979675

Zistupce povereny k jeanani: [N Toctor L
Fax:
Vyrobce:  Ennis-Flint
505 County Line Road
Thomasville
North Carolina
27360
USA

Vyrobna:

Nizev vyrobku: Dopravni knoflik STIMSONITE typ 101LPCR.C40

Zamy§lené pouZiti ve stavbé: Dopravni knofliky jsou vodici optické dopravni zaf{zeni
vodorovného znadeni, které odrazi dopadajici svétlo vratnym odrazem za Gcelem vystrahy,
optického vedeni a informovani uzivateli pozemnich komunikaci. Jsou ureny k instalaci na
dalnicich a silnicich. Dopravni knofliky dopliiji nebo zvyraziiuji vodorovné dopravni znacky.
OdraZede jsou v barvé bilé, zluté, Eervené nebo zelené.

Specifikace vyrobku:
dopravni knofliky

Popis vyrobku:
viz p¥iloha &. 1

Prilohy:
Prohlageni o viastnostech

Oznaceni CE

Protokoly

Certificate of Constancy of Performance 0086-CPR-643429

Datum vystaveni Zadosti 10. bfezna 2016




PROHLASENI O VLASTNOSTECH
No. 015-CPR2014-02-21

- Jedineény identifikagni kéd typu vyrobku:

DOPRAVNI KNOFUK STIMSONITE 104 LPCR.C40

Typ, série nebo sériové &isio nebo jakykoli jiny prvek umoZiujici identifikaci stavebntho
vyrobku podie &l 11 odst. 4:

Typ: P3A

Funkéni charakteristiky: H 1, HD 1, 81

Oznaceni podle barvy odralete: SST-101CRW (bily odstin),
8ST-101CRG (zeleny odstin),
SST-101CRR {terveny odstin),
SST-101CRY (Ziuty odstin).

Zamy$iené pouZiti nebo zamyslena pouiti stavebniho vyrobku v souladu s pisludnou
harmonizovanou technickou specifikaci podie pfedpokladu vyrobce:

K vystraze, optickému vedeni a informovani ugivateld pozemnich komunikaci.

- Jméno, fima nebo registrovana obchodni znamka a kontektni adresa vyrobee podie &, 11
odst. 5;

Ennis-Flint

505 County Line Road
Thomasvilie

North Carolina

27360

USA

Ptipadné jméno a kontaktni adresa zpinomocnéného zastupce, jehoZ pina moc se vztahuje na
tkoly uvedené v CI. 12 odst. 2:

Prismo Road Markings Limited

5 Drumhead Road
Chorley Lancashire UK PR6TBX

Systém nebo systémy posuzovani a ovéfovani stilosti viastnosti stavebniho vyrobku, jak je
uvedeno v pifioze V;

AVCP Systém 1




Declaration of Performance (cont.)

7.V plipadé prohidéeni o viastnostech tykajicich se stavebniho vyrobku, na kiery se vztahuje
harmonizovana norma;

EN 1463 - 1:2009

Oznameny subjekt:
Identifikaéni &islo 0086

British Standards Institution (BSi), 389 Chiswick High Road London W4 4A
proved! posouzeni;

podie systému 1

avvdal:

Osviédient o stilosti viastnosti ¢, 0086 — CPR - 643429

V pfipadé prohidéeni o viastnostech tykajicich se stavebniho vyrobku, pro ktery bylo vydano
evropské technické posouzeni:

NEYYKA SE

Viastniosti uvedené v prohladeni

Zakiadni charakteristicy Viastrost *""‘"“"“;;‘;‘é}m‘*“i‘*é
Charaktenistiky viditelnosti v noci
Retroreflexe PRF 1 EN 1463 - 1
Kolorimetrické poZadavky NCR 1 EN 1483 - 4
Trichromatické soufadnice (x,y) vyhovuje
Trvaniivost pfi pousiti R1 EN 1463 - 1

10. Viastnost vjrobku uvedeného v bodé 1a 2 je ve shodé s viastnost! uvedenou v bodé 8.

Toto prohlaSent o viastnostech se vydava na vyhradni odpovédnost vyrobce uvedeného v bodé 4.

Podepsano za vyrobee a jeho jménem;

EnnisFlint EVE VYene
505 County Line Road ; -
ville, North Carolina 27380 . lfions, 25. dnora 2016

8003318118 » www.ennisfint com

Declaration of Performance: DOP15Cz Issue: v1 TMari6

Author; rhh




DECLARATION OF PERFORMANCE
No. 015-CPR2014-02-21

Unique identification code of the product-type:

ROAD STUDS STIMSCNITE 101LPCR.C40

Type, batch or serial number or any other element aflowing identification of the construction
product as required pursuant to Article 11(4):

Type: P3A

Functional characteristics: H %, HD 1, 81

Designation by the color reflector:  SST-101CRW {white shade)
S5T-101CRG (green tint)

SST-101CRR {red shade)
SST-104CRY (yellow tint).

Intended use or uses of the construction product, in accordance with the applicable
harmonised technical specification, as foreseen by the manufacturer;

The waming, optical guidance and informing road users.

Name, registered trade name or registered trade mark and contact address of the
manufacturer as required pursuant fo Article 11(5):

Ennis-Flint

6§05 County Line Road
Thomasvitle

North Carolina

27360

USA

Where applicable, name and contact address of the authorised representative whose mandate
covers the tasks specified in Article 12(2):

Prismo Road Markings Limited (Trading as Ennis-Flint)

5 Drumhead Road

Chorley Lancashire PR67BX

UK

{Registered number GB05906228)

System or systems of assessment and verification of constancy of performance of the
construction product as set out in Annex V:

Systen: 1




Declaration of Performance (cont.)

7. In case of the dedaration of performance conceming a construction product covered by a
harmonised standard.

EN 1463 - 1:2008

The notified body;

1D Mo. 0086

British Standards Institution (BSI), 388 Chiswick High Road London W4 4A
Have tested:

According to the systern 1
And issued:

Certificate of Constancy of Performance No. 0086 — CPR - 643429 by date 17. 2. 2016.

In case of the declaration of performance concerming a construction product for which a
European Technical Assessment has been issued.

Does not apply.

8. Declared performance

V‘rsib:!:ty cﬁamctedsﬂcs at
night
Retroreflectivity PRP 1 EN 1463 - 1
Colorimetric NCR 1

EN 1463 - 1
Trichromatic coordinates (x,y) meets the requirements
Durability in use R1 EN 1483 -1

10. The performance of the product identified in points 1 and 2 is in conformity with the declared

performance in point 8.

This declaration of performance is issued under the sole responsibility of the manufacturer identified in

point 4.

Signed for and on behalf of the manufacturer:

Ennis-Fli
605 County UnemRoad

ville, Ncls}rm Carolina 27360

Wene, Quality Systems Manager
lllions, 25. February 2016

SA

R

Declaration of Performance; DOP15Cz issue: vi TMarié Author: thh




0086

Ennis-Flint
505 County Line Road
Thomasvilie
North Carolina
27360

USA
11
Typ P3A

0086-CPR-643429
EN 1463-1:2009

DOPRAVNI KNOFLIK STIMSONITE 101LPCR.C40

K vystraze, optickému vedeni a informovani uzivatel pozemnich
komunikaci

Funkéni charakteristiky: tridy H 1, HD 1, $1
Barva vratného odrazede — bila, zelena, ¢ervena, Zlutad

Charakteristiky viditelnosti v noci:

Retroreflexe — tfida PRP 1
Kolorimetrické poZadavky — tfida NCR 1
Trvanlivost pfi pouziti —~ R1

Nebezpecné latky — NPD




Certificate of Constancy of Performance

By Rovyal Charter

This is to certify that:
505 County Line Road
Thomasville
North Carolina
27360
USA

Holds Certificate Number: 0086-CPR-643429

In respect of;
EN 1463-1:2009 Road marking materials - Retroreflecting road studs

In compliance with Regulation 305/2011/EU of the European Parliament an
Construction Products Regulation or CPR), this certificate applies to the abo
attests that alt the provisions concerning the assessment and verification of
Annex ZA of the above standard(s) under system 1 are applied and
prescribed requirements set out above. This certificate remains val
production control requirements included in the harmonised standard(s), u :
declared essential characteristics, do not change and the products(s) nd the mar
piants{s) are not modified signifi cantly

For and on behalf of BSI, a Notified
Body for the above Regulation _
(Notified Body Number 0086): Gary Fenton, Global Product Certification Director

First Issued: 17/02/2016 Latest Issue: 17/02/2016

Page: 1 of 2

..making excellence a habit’

This certificate has been issued by and remains the property of 85I Assurance UK Ltd, Kitemark Court, Davy Avenue, Knawlhill, Miften Keynes MKS 8FF, United
Kingdom and should be returned immediately upon reguest,
To check its validity telephone +44 {0) 845 080 9000, An electronic certificate can be authenticated online

BSI Assurance UK Limited, registered in England under number 7805321 at 389 Chiswick High Road, London W4 4AL, UK.
A mefnber of BSI Group of Companies.



Certificate of Constancy of Performance
No. 0086-CPR-643429

Place of Manufacture: _

505 County Line Road
Thomasville

North Carolina

27360

USA

EN 1463-1:2009 - Road marking materials. Retroreflecting road studs.

Product Classification of Road Stud Durability t_:__ia_ss =
Stimsonite 980 P3A 51, R1 |
Stimsonite 381.C80 P3A Si,R1
Stimsonite 101.LPCR.C40 P3A SLRL

All products: Colours Red, Green, White, Yellow and Amber.

First Issued: 17/02/2016 Latest Issue: 17/02/2016

Page: 2 of 2
This certificate has been issued by and remains the property of BSI Assurance UK Ltd, Kiternark Court, Davy Avenue, Knowthill, Mion Keynes MK5 8PF, United
Kingdom ang should be refurned immediately upon reguest,
To check its validity telephone +44 (03 845 080 9000. An electronic certificate can be authenticated gnline.

BSI Assurance UK Lirited, registered in England under number 7805321 at 385 Chiswick Higlt Road, London W4 4AL, UK
A member of BSI Group of Companies.



Report No

Client

Authority & date

Items tested

Specification

Results

Prepared by

Authorized by

Issue Date

Conditions of issue

Test Report

247/7242964/1 of 2 Issue 2 This Report consists of 17 pages

Prismo Product Services
5 Drumhead Road
Chorley North
Lancashire

PR6 7BX

Client’s acceptance form dated 17 June 2007

Four types of non-depressible Road Studs
Stimsonite Model 101LPCR.C40
Stimsonite Model 351.980

Stimsonite Model 381.C40

Road Studs Mode! 101P.C40

BS EN 1463-1:1998 clauses 4, 5 and 7 only
Issue 2 of this report supersedes all previous issues. The amendments on

pages 1, 2, 3, 4, and 17 giving rise to this issue can be ascertained by
contacting the authorising signatory.

The results obtained are detailed within this report

S Ginger Team Manager

13 August 2015

This Test Report is issued subject to the conditions stated in current issue of CPO3ZZ 'Conditions of
contract for testing’. The results contained herein apply only to the particular sample/s tested and
to the specific tests carried out, as detailed in this Test Report. The issuing of this Test Report
does not indicate any measure of Approval, Certification, Supervision, Contral or Surveillance by
BSI of any product. No extract, abridgement or abstraction from a Test Report may be published
or used to advertise a product without the written consent of the Managing Director, BSI, who
reserves the absolute right to agree or reject all or any of the detalls of any items or publicity for
which consent may be sought.

BSI Kiternark House Maylands Aveniue Herne! Hempstead Hertfordshire HP2. 450 Telephone: (08450) 809000
.making excellence a habit”



1.1

2.

Report No 247/7242964/1 of 2 Issue 2
Page 2 of 17
INTRODUCTION
Four types of non-depressible road stud using plastic and metal bases with reflective
inserts with white, amber, red or green retroreflectors were submitted on 22 July 2008

for testing to the relevant requirements of BS EN 1463-1:1998 ‘Road marking materials
— Retrorefiecting road studs’- clauses 4, 5 and 7 only.

Samples tested
The sample types submitted are detailed below:

Stimsonite road studs Model 101LPCR.C40
Stimsonite road studs Modei 381,980
Stimsonite road studs Model 381.C40
Road Studs Model 101P.C40

* 0 & »

For details of the studs see the drawings and photographs in Appendix A (pages 11 to
17) of this Report.

TESTS

The tests were made in accordance with the requirements of clauses 4 and 5 only of
BS EN 1463-1:1998 'Road marking materials — Retroreflecting road studs’,

The tests were commenced on 25 July 2008.

RESULTS

The results obtained are detailed on the following data sheets.



Report No 247/7242964/1 of 2 Issue 2
Page 3 of 17

DATA SHEET FOR TESTS ON ROAD STUDS TO BS EN 1463-1:1998

MODEL NAME: Stimsonite road studs Model 101LPCR.C40

CLAUSE 4 Type of road stud P (Permanent)
Type of reflector 3 (Plastic, abrasion resistant layer)
Type of design A (Non-depressible)
CLAUSE 5 Performance requirements
‘5.1 Construction Pass
5.2 Dimensions (values in mm} Pass

Class of road stud | Height of road stud | Horizontal dimensions
H1 18 mm Length Width
HD 1 240 mm* 138 mm

* Value recorded under test report 42/125040/2015 dated 09 July 2015 conducted by Silnicni
vyvoj — ZDZ spol. s r.o. Jitkova 76, 6150 00 Bmo.

53 Night-time visibility
5.3.1 Photometric requirements
5.3.1.1 Permanent road stud Pass

Coefficient of luminous intensity

0.3° 1.0° 2.0°
Observation Angle
Entrance Angle 5°L 5°R 10°L 10°R 15°L 15°R
White 264 242 49 46 2.0 1.7
Spec min limit 150 150 10 10 1.5 1.5
Amber 378 439 47 55 1.7 2.5
Spec min limit 90 80 6 6 0.9 0.9
Red 77 82 15 15 0.6 0.9
Spec min limit 30 30 2 2 0.3 0.3
Green 86 85 21 23 2.1 1.3
Spec min limit 30 30 2 P 0.3 0.3

{measured values in mcd/iux)




Report No 247/7242964/1 of 2 Issue 2
Page 4 of 17

DATA SHEET FOR TESTS ON ROAD STUDS TO BS EN 1463-1:1998

MODEL NAME: Stimsonite road studs Model 101LPCR.C40

CLAUSE 5 - (Continued)

5.3.1.2  Temporary studs Not applicable
53.1.3 Interpretation of result Not applicable
53.2 Colorimetric requirements

Sample Colour coordinates Result

X y z

White 0.439 0.406 0.155 Pass

Amber 0.548 0.441 0.011 Pass

Red 0.682 0.316 0.002 Pass

Green 0.251 0.557 0.192 Pass
5.4 Daytime visibility of temporary road studs Not applicable
5.5 Resilience of depressible road studs N/A

CLAUSE 7 Markings No Markings on Studs

No packaging provided

Full information on stud type and performance classes can only be ascertained on completion of
road trials.
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Photographs of road studs submitted

A white Stimsonite road stud Model 101LPCR.C40
Also comes in Red, Green and Amber.

A White Stimsonite road stud Model 381,980,
Also comes in Red, Green and Amber,

A White Stimsonite road stud Mode! 381.C40,
Also comes in Red, Green and Amber.

A White Road Stud Model 101P.C40.
Also comes in Red, Green and Amber,

End of Report
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Silniéni vyvoi - ZDZ spol. s 1. o M AN
Jitkova 76, 615 00 Broo /}/?\?—3\\ AN AN

Zkugebni laboratot akreditovana CIA pod &. 1182

strana § ze 2 stran
polet vitiskd: 2
vitisk 201

PROTOKOL O ZKOUSCE ¢&. 42/125040/2015

Jméno a adresa objednatele: NVB LINE s.r.o. 1C 26979675
Zamosti 42
765 02 Otrokovice

Popis a identifikace zkougeného vzorku: Korpus dopravniho knofliku typ 101 LPCR
Datum pfijeti vzorku: 7.7.2015

Datum provedeni zkousky: 8.7.2015

Nazev zkougky: Méfeni rozmeért.

Metoda provadéné zkousky:
SOP 19 (TP 156, TP 142, TP 119, TP 217, TP 70)

Zkugebni zaF{zeni: svinovaci metr, posuvné méfitko.
Misto provedeni zkouSky: laboratof
Podminky pii provadéni zkousky: teplota vzduchu + 20 °C

Zkousku provedi: _

Dopliiujici informace:

¥ Zadném pFipadé se protokol nesmi bez pisemného souhlasu zkuSebni laboratore reprodukovat jinak neé cely.
Vysledky zkouek se tykaji jen zkuSebniho pFedmétu a protokol o zkouSce nenahrazyje 2ddny jiny dokumen.




Silnitni vyvoj - ZDZ spol.st. 0.
Jilkova 76, 615 00 Brno
Zkuebnf laboratof akreditovana CIA pod &. 1182

strang 2 z¢ 2 stran

PROTOKOL O ZKOUSCE & 42/125040/2015

Vysledky zkousky méfeni rozmérl

- m&Feni rozmé&ri korpusu dopravniho knofliku (mm)

typ 101LPCR | typ 101LPCR | typ 10ILPCR
vzorek €. 125040 - x 1 2 3
délka korpusu (ve sméru jizdy) 255 255 255
§ifka korpusu 139 139 139
vyska korpusu 44 44 44
velikost korpusu po osazeni 240 240 240
vyska nad vozovkou po osazeni 7,00 7,00 7,00

Datum vystaveni protokolu o zkouce: 9.7.2015

Osoba odpovidnd za sprévnost protokolu: Ing. Irena Saginkova, CSc., vedouci zkuSebni laboratofe

podpis

.o vige
&
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Report No

Client

Authority & date

Items tested

Specification

Results

Prepared by
Authorized by
Issue Date

Conditions of issue

Test Report

247/7243506 Issue 2 This Report consists of 8 pages

Prismo Road Markings Limited
5 Drumhead Road

Chorley North Industrial Park
Chorley

Lancashire

PR6 7BX

Purchase Order No 0000143431 dated 2 June 2008

Samples of road studs after road trials.

BS EN 1463-2:2000 Clauses 5.2, 5.3, 5.4, 5.5, 5.6, 5.7 and 6

Issue 2 of this report supersedes all previous issues. The amendments on
pages 1, 2 and 6 giving rise to this issue can be ascertained by contacting
the authorising signatory.

The results obtained are detailed within this report

S Ginger - Team Manager

13 August 2015

This Test Report is issued subject to the conditions stated in current issue of CPR322 ‘Conditions of
contract for testing’ The results contained herein apply only to the particular sampiefs tested and
to the specific tests carried out, as detailed in this Test Report. The issuing of this Test Report
does not indicate any measure of Approval, Certification, Supervision, Control or Surveillance by
BSI of any product. No extract, abridgement or abstraction from a Test Report may be published
or used to advertise a product without the written consent of the Managing Director, BSI, who
reserves the absolute right to agree or reject all or any of the details of any items or publicity for
which consent may be sought.

BST Kitervark House Maylands Avenue Hernal Hermpstead Hertfordshine HP2 450 Telephone: (08450) 809000
..making excellence a habit’



1.

1.1

3.

4.

Report No 247/7243506 Issue 2
Page 2 of 8
INTRODUCTION

Samples of Prismo Road Markings Limited road studs were submitted on 10 August 2009
for testing to the relevant requirements of BS EN 1463-2:2000 'Road marking materials-
Retroreflecting road studs’ Clauses 5.2, 5.3, 5.4, 5.5, 5.6, 5.7 and 6 only. The road trial
site selected was the M4 (Eastbound) Junction 38*,

* A further road trial was conducted by Vyskumny ustav dopravny, a.s. Velky Diel 3323
010 08 Zilina Slovakia.on test sample 101LPCR.C40 under Test Report 45/15 dated July
10" 2015 Reference shall be made to page 6 for updated results and reference shall be
made to Test Report 45/15 for the test method and all results obtained.

Samples tested

The sample type submitted are listed below:-
101.LPCR.C40

101P.C40

381.980

381.C40

The photographs at the end of this Report show typical studs after road trials.

TESTS

The tests were made in accordance with the requirements of the relevant clauses of

BS EN 1463-2:2000 ‘Road marking materials- Retroreflecting road studs’.

The road studs were laid in accordance with clause 4.1 and at the end of the test period
ten studs were selected as detailed in clause 5.5, The studs were removed during the
period 1/2 August 2009.

. The selected studs were then assessed for night-time visibility.

The tests were commenced on 2nd September 2009.

RESULTS

The results obtained are detailed on the following data sheets.

CONCLUSIONS

The Prismo Road Markings Limited road studs were classified as follows in accordance
with BS EN 1463-2:2000:

101.LPCR.C40 S1R1
101P.C40 S1R1
381.980 S2R1

381.C40 S2 R2
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DATA SHEET FOR TESTS ON ROAD STUDS TO BS EN 1463-2:2000

MODEL NAME:

CLAUSE 5

5.2

5.3

5.4

5.7

5.7.2

CLAUSE 6

a)
b}

101LPCR.C40

Road trial procedure

Stage 1: day light examination Pass
Stage 2: night-time examination Pass
Stage 3: primary assessment see clause 6

Photometric test
Night-time visibility measurement see clause 6
Coefficient of retroreflection measured at an observation angle of 0.3°
and an entrance angle of = 5°,
Mean achieved: 211.5 mcd/fiux*  minimum requirement 150 med/lux

* Value obtained from Test Report 45/15 dated July 10" 2015 conducted
by Vyskumny ustav dopravny, a.s. Velky Diel 3323 010 08 Zilina Slovakia.

Performance for road users
Primary assessment 51

Night-time visibility R1
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End of Report
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Ptiloha ¢. 1

Popis vyrobku
a deklarace pouzivanych materiali

Dopravni knofliky STIMSONITE
typ 101LPCR.C40

Dovozce: NVB LINE s.r.o.
Cukrovar 716
768 21 Kvasice
1C: 26979675

Vyrobce: Ennis-Flint
505 County Line Road
Thomasville
North Carolina
27360
USA

Certifikaci vyrobku provedla notifikovand osoba ¢ 0086 BSI PRODUCT SERVICES,
MAYLANDS AVENUE, HEMEL HEMPSTEAD HERTFORDSHIRE, HP 2 4 SQ a dne 17.
2. 2016 vydala Osvéd&eni o stalosti vlastnosti 0086-CPR-643429.

Podle CSN EN 1463-1:2009 jsou vyrobky zafazeny do t¥id:

- typ dopravniho knofliku ttida P3A

- vyska dopravniho knofliku t¥ida H 1

- vodorovné rozméry tfida HD 1
- viditelnost v noci ttida PRP 1
- kolorita tiida NCR 1

Podle CSN EN 1463-1:2009 je vyrobek zafazen do tfid:

- odolnost provoznim podminkam tiida S 1
- viditelnost v noci tiida R 1

Kvasice, dne 24.2.2016




1. Popis

Dopravni knofliky STIMSONITE typ 101LPCR.C40 se skladaji zocelového odlitku a
z vyménitelného vratného bilého, Zlutého, Cervenc¢ho nebo zeleného odraZele z plastu
vsazeného do ocelového odlitku.

Ocelovy odlitek ma v piidorysu tvar pismene H. Na horni ¢asti ocelového odlitku po obou
stranach, vpredu i vzadu jsou nab&hové hrany a uprostfed ocelového odlitku je pouzdro, do
kterého je vloZen odraZe¢. Na spodni strané ocelového odlitku se nachazi dvé paralelni listy,
tvarované tak, aby pfi osazovani do vozovky zapadly do podélnych vyfrézovanych drazek ve
vozovce.

Téleso odraZete ma tvar komolého hranolu, pficem? doini i homni zakladna jsou tvaru
obdélnika. Té&leso odraZefe je vylisek z plastické hmoty bilé, Zluté, Cervené nebo zelené
barvy. Na jedné deli nebo obou delfich povrchovych protilehlych plochach komolého
hranolu t&lesa odraZege jsou umistény odrazné retroreflexni plochy s jehlancovymi odraznymi
prvky, které odrazi svétlo vratnym odrazem. Plastové odrazné plochy jsou zapustény do t€lesa
odraZede a jsou piekryty vrstvou tvrzeného skla pro zvySeni odolnosti proti otéru.

Dopravni knofliky STIMSONITE typ 101LPCR.C40 jsou ur¢eny k trvalému zabudovani do
vyfrézované draZky ve vozovee, nalepi se rozehfatym asfaltovym lepidlem Stimsonite Marker
Adhesive Standard Grade.

Osazeni dopravnich knofliki STIMSONITE typ 101LPCR.C40 ve vozovee:
vyika dopravniho knofliku vyénivajici nad povrchem vozovky cca 7+ 1 mm,
délka dopravniho knofliku vyénivajici nad povrchem vozovky cca 240 + 2 mm,
Sitka dopravniho knofliku vy&nivajici nad povichem vozovky cca 138 & 2 mm.

Dopravni knofliky STIMSONITE typ 101LPCR.C40 jsou ve smyslu CSN EN 1463-1
vyrobcem deklarovany jako typ P3A (trvaly, nestlacitelny dopravni knoflik s odraZeCem z
plastu s vrstvou odolnou proti otéru).

1.2.1 Ocelovy odlitek

Material: tvarna litina

Rozméry odlitku:

- délka (ve sméru jizdy) 255 mm % 2 mm,
- §ifka (kolmo na smér jizdy) 139 + 2 mm,

- vyska odlitku 44 £ 2 mm.

1.2.2 Odrazet
Materidl t&élesa odraZece: metyl-metakrylat typ PMMAOQ133
Material povrchu retroreflexnich ploch: tvrzené sklo

Rozmeéry odraZece:

- délka zakladny odrazece (ve sméru jizdy) 47+ 2 mm

- §itka zakladny odraZete (kolmo na smér jizdy) 101 £2 mm

- vy$ka télesa odrazecCe 12+ 1 mm
velikost odrazné plochy 12,9 cm?

- tihel sklonu retroreflexnich odraznych ploch 30°



2. Deklarace pouziti vyrobku ve stavbé

Dopravni knofliky jsou vodici optickd dopravni zafizeni vodorovného dopravniho znaceni,
kterd odrazi dopadajici svétlo vratnym odrazem za Gfelem vystrahy, optického vedeni a
informovéni uzivateli pozemnich komunikaci. Dopravni knofliky dophiuji podélnou caru
pieruSovanou nebo vodici ¢aru.

Dopravni knoflik STIMSONITE typ 101LPCR.C40 je uren pro vodorovné znaleni
v lokalitach, kde se zimni ddrZba a uklid snéhu provadi radlicemi s ocelovymi biity a gumou.
Nabé&hové hrany chrani odraZec pred jeho poSkozenim.



